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Technical information

Spot satellite

General features

N

Ariane 4

s | IS
Sun-synchronous | _
mo |
sr s
e | R

Earth-pointing

101.4 minutes

26 days
2,760 kg
2x2x56m

2,100 W

Two 120-Ghit recorders
plus 9-Ghit solid-state memory
(~ 560 images on each recorder
+ 40 images, with an average
decompressed file size of 36 Mh)

Two images acquired simultaneously,
then downlinked OR recorded using
a 1.3 compression ratio (DPCM)

50 Mbps

VEGETATION synthesis - Europe




technical data

Technical information

High-Resolution Instruments |
Spot 5 | Spot 4 | Spot1,2,3 |
2HRVIRs s

1 panchromatic (10 m)

3 multispectral (20 m)

1 short-wave infrared (20 m)

M: 0.61- 0.68 pm
B1 (green): 0.50 - 0.59 ym
B2 (red): 0.61 - 0.68 ym
B3 (NIR): 0.78 - 0.89 ym
B4 (SWIR): 1.58 - .75 ym

8hits s
e (1 O) _
" 10-3 (1 G) _
Yes I _
£31.06°
e days | _

VEGETATION Instrument

VEGETATION 1

4

BO: 0.45- 0.52 pm
B2: 0.61- 0.68 ym
B3: 0.78- 0.89 pm
B4: 1.58 - 1.75 ym

1,000 m

2,250 km

10 bits

1 day
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Technical information

Instrument

Spectral bands
and resolution

Spectral range

Imaging swath

Image dynamics
Base/height ratio (B/H)

Absolute locatlon accuracy
(no ground control points, flat terrain)

Time between two images > 90 seconds (simultancous)

Stereoscopic Instruments

Spot 5 Spot4 Spotl, 2,3
HRS HRG HRVIR HRV
§> Alongtrack stereoviewing capability stereoviewing capability stereoviewing capability
stereoviewling Across track Across track Across track
1 panchromatic (10 m) 2 panchromatic (5 m),
(resampled every 5 m combined to generate 1 panc.hromatlc (10m) 1 panchromatic (10 m)
along track) a 2.5metre product 3 multlspefhal (20m) 3 multispectral (20 m)
=> 10 m along track, 3 multispectral (10m) | 1 shortwave infrared (20 m)
5 m across track 1 short-wave Infrared (20 m)

P:0.48-0.71 ym M: 0.61-0.68 ym
P: 0.50 - 0.73 ym
B1: 0.50 - 0.59 pm B4: 0.50 - 0.59 pym
B1: 0.50 - 0.59 ym
S P:049-0.69ym B2: 0.61- 0.68 ym B2: 0.61 - 0.68 pm
B2: 0.61 - 0.68 ym
B3: 0.78 - 0.89 ym B3: 0.78 - 0.89 ym
B3: 0.78 - 0.89 ym
B4: 1.58 - 1,75 pm B4: 1.58 - 1.75 pm
% 600 km x 120 km 60kmx60kmto80km 60 kmx 60 kmto80 km | 60 km x 60 km to 80 km
> 8 bits 8 bits 8 bits 8 bits
§> ~0.84 (120°) 0.5t01.1 0.5t0 11 05t01.1
% <15m(10) <50m(1o) <350m (10) <350m(10)
variable variable variable
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